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APARATO DE TECARTERAPIA 200 W. - EL.90-TC
APARATO DE TECARTERAPIA 300 W. - EL.91-TC
APARATO DE TECARTERAPIA MOVIL 300 W. - EL.92-TC

Modalidades de funcionamiento capacitiva (Accidn activa sobre los tejidos blandos con alto contenido en agua) y
resistiva (Accion eficaz sobre los tejidos de alta resistencia con bajo contenido en agua).

Voltaje: 220-240V/50-60Hz. Bajo pedido 110-127V/50-60Hz.

EL.90-TC:
Potencia de salida de hasta 200 W.

Tarjeta de paciente con 20 Programas predefinidos. 200 Programas memorizados. Memoria interna con 100

programas para memorizar.
EL.91-TCy EL.92-TC:
Potencia de salida de hasta 250W (EL.91-TC) 0 300 W (EL.92-TC).

48 Programas predefinidos. Llave USB 4 Gb con Programas memorizados. Memoria interna con 200 programas para

memorizar.

EL.92-TC: Exclusivo manipulo para aplicaciones con boton de regulacion de potencia integrado.

Accesorios incluidos

EL.91-TC

1 Cabezal porta electrodos resistivo

1 Kit de electrodos resistivos (30-50-70
mm @)

1 Cabezal porta electrodos capacitivo

1 Kit de electrodos capacitivos (30-50-
70 mm @)

1 Bote de crema conductiva 1000 ml

1 Plancha de acero

Accesorios incluidos

EL.90-TC

1 Cabezal porta electrodos resistivo

1 Kit de electrodos resistivos (30-50
mm @)

1 Cabezal porta electrodos capacitivo
1 Kit de electrodos capacitivos (30-50
mm @)

1 Bote de crema conductiva 1000 ml
1 Plancha de acero

Accesorios incluidos

EL.92-TC

1 Cabezal porta electrodos resistivo

1 Kit de electrodos resistivos (30-50-
70-80 mm @)

1 Cabezal porta electrodos capacitivo
1 Kit de electrodos capacitivos (30-50-
70-80 mm @)

1 Bote de crema conductiva 1000 ml

1 Plancha de acero

1 Smart Card 1 Llave USB 4Gb 1 Llave USB 4Gb
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EL.92-TC EL.91-TC EL.90-TC
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Touch it B Grafica a color
Pantalla Screena bl 8 320x240 px con
color 8' Touch & Scroll
5 Canales de salida 1 capa_(:lt_lvo 1 capa_czlt!vo vy 1 capa_czlt!vo vy
y 1 resistivo resistivo resistivo
Potencia de pico 300w 250w 200 W
Protocolos memorizados 48 48 20
Protocolos memorizables en la memoria
interna 200 200 200
Protocolos memorizables en Smart Card i i 200
Protocolos memorizables en llave USB X X -

Accesorios en dotacion

Manipulo capacitivo con regulacion de
potencia

EL.92-TC
1

EL.91-TC
1

EL.90-TC

Manipulo resistivo con regulacién de
potencia

1

1

Injerto tratamientos capacitivos

30/50/70/80 mm

30/50/70 mm

30/50/70 mm

Injerto tratamientos resistivos

30/50/70/80 mm

30/50/70 mm

30/50/70 mm

Placa en acero

1

]

1

Manipulo capacitivo sin regulacion de
potencia

X

Manipulo resistivo sin regulacion de
potencia

Cable de alimentacion

2 Fusibles

Bote de crema conductiva de 1000 ml

XX x| X

Llave USB

Smart Card

Manual de uso en DVD




Manipulo capacitivo con regulacion de potencia ACC1268
Manipulo resistivo con regulacion de potencia . ACCT 268/1
Manipulo capacitivo sin regulacion de potencia . ACCT 280/1
Manipulo resistivo sin regulacion de potencia . ACC1280
Injerto tratamientos resistivos ¢ 30 mm . ACCT 268/3
Injerto tratamientos resistivos ¢ 50 mm . ACCT 268/5
Injerto tratamientos resistivos ¢ 70 mm AcCl 268/7
Injerto tratamientos resistivos ¢ 80 mm  ACCT 268/8
Injerto tratamientos capacitivos ¢ 30 mm  ACCT 307/3
Injerto tratamientos capacitivos ¢ 50 mm  ACCT 307/5
Injerto tratamientos capacitivos ¢ 70 mm  ACCT 307/7
Injerto tratamientos capacitivos ¢ 80 mm  ACCT 307/8
Placa en acero + cable . ART1310
Masa cilindrica + cable . ACC1309
Bote de crema conductiva de 1000ml  AcCl 506/2
Llave USB 4GB EME | ACC1317/2/E
Maleta vacia en TNT para trasporte | CONT72

Carro con 3 estantes - ACCG604



MODELS

Main power supply
Double delay type (T) mains
Backlit LCD display

Adjustable treatment time
Operation frequency
Peak power

Isolation class

Risk class (93/42/CEE)

Output channels

Probe supplied with

power adjustment buttons + / -

Stored protocols

Storable programs on the internal memory

Storable programs on the Smart Card

Storable programs on the USBE

Size

Weight

*on request

EL.92-TC

230 Vea, 50-60 Hz £ 10%
115 Vea, 50-60 Hz + 10%%*

230 Vea- 315 A-T - Bx20 mm

Graphic colour 320 x 340 pixal
Touch Screen

Up to 30 minutes
455 KHz + 10%
Max 300 W

| BF

B

2 - nl capacitive use output,
n.l resistive use output

2 - n.lfor capacitive use,
n1 for resistive use

48
200

4 Gb

Trolley 38 x 82 x 30 cm

30 Kg

EL.91-TC

230 Vea, 50-60 Hz +£10%
115 Ves, 50-60 Hz +£ 10%*

230Vea - 315 A-T - 5x20 mm

Graphic colour 320 x 340 pixal
Teuch Screen

Up to 30 minutes
455 KHz + 10%
Max 250 W

| BF

IIB

2 - nl capacitive use output,
n.1 resistive use output

2 - n.lfor capacitive use,
n1 far resistive use

48
200

4 Gb
38 x28x18¢cm

9,5 Kg

EL.90-TC

230 Vea, 50-60 Hz + 10%
115 Ves, 50-60 Hz + 10%

230 Vea - 315 A-T - 5x20 mm

Graphic colour 320 x 340 pixel
Touch Screen

Up to 30 minutes
455 KHz + 10%
Max 200 W

| BF

1B

2 - n.lcapacitive use cutput,
n.l resistive use cutput

2 - without agjustment of power,
n.l capacitive, n.1 resistive

20
200
200

39x28x18cm

9.5 Kg
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TECARTHERAPY UNIT 200 W. - EL.90-TC
TECARTHERAPY UNIT 300 W. - EL.91-TC
TECARTHERAPY UNIT MOBILE 300 W. - EL.92-TC

Operating modes: Capacitive (It works actively on soft tissue rich of water) and resistive (effective action on tissues
with the highest resistance, having low water content.).
Voltage: 220-240V / 50-60Hz. On request 110-127V / 50-60Hz.

EL.90-TC:
Output power up to 200W.

NV
/AN

Memory card reader with 20 predefined programs. 200 programs in memory + 100 free programs on each card.

EL.91-TCy EL.92-TC:

Output power up to 250W (EL.91-TC) or 300W (EL.92-TC).
48 predefined programs. USB Key with 4Gb space for programs in memory. 200 free programs on memory.
EL.92-TC: Exclusive applicator for resistive and capacitive treatments with integrated power regulating button.

Accessories included

EL.90-TC

1 Resistive probe

1 Resistive electrodes kit (30-50 mm
@)

1 Capacitive probe

1 Capacitive electrodes kit (30-50 mm
@)

1 Conductive cream 1000 ml

1 Stainless steel plate

Accessories included

EL.91-TC

1 Resistive probe

1 Resistive electrodes kit (30-50-70 mm
)

1 Capacitive probe

1 Capacitive electrodes kit (30-50-70
mm &)

1 Conductive cream 1000 ml

1 Stainless steel plate

Accessories included

EL.92-TC

1 Resistive probe

1 Resistive electrodes kit (30-50-70-80
mm @)

1 Capacitive probe

1 Capacitive electrodes kit (30-50-70-
80 mm @)

1 Conductive cream 1000 ml

1 Stainless steel plate

1 Smart Card 1 USB Key 4Gb 1 USB Key 4Gb
W
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Display Colour Touch Screen Colour Touch Graphic Colour
g’ Screen & 320x240 px with Touch
& Scroll
Output channels 2 capacitive and 2 capacitive and 2 capacitive and
resistive resistive resistive
Peak power 300w 250 W 200 W
Stored protocols 48 48 20
Storable programs on the
internal memory 200 200 200
Storable programs on the
Smart Card - - 200

EL.92-TC

Storable proirams on the USB X X z

Supplied accessories

EL.91-TC

EL.90-TC

Applicator for capacitive electrodes with
power regulation

1

1

Applicator for resistive electrodes with
power regulation

1

1

Kit of capacitive electrodes

30/50/70/80 mm

30/50/70 mm

30/50/70 mm

Kit of resistive electrodes

30/50/70/80 mm

30/50/70 mm

30/50/70 mm

Steel plate

1

1

1

Applicator for capacitive electrodes
without power regulation

x

Applicator for resisitive electrodes
without power regulation

Alimentation cable

2 Fuses

Bottle of conductive gel, 1000ml

XX | X | X

USB key

KX | XX

Smart Card

>

User's Manual in DVD

x

=




. COE

Applicator for resistive electrodes with power regulation
Applicator for capacitive electrodes with power regulation
Applicator for capacitive electrodes

Applicator for resistive electrodes

| Resistive electrode @ 30 mm

| Resistive electrode @ 50 mm
Resistive electrode @ 70 mm
Resistive electrode @ 80 mm
Capacitive electrode @ 30 mm
Capacitive electrode @ 50 mm
Capacitive electrode @ 70 mm

Capacitive electrode @ 80 mm

| Steel plate

| Cylindrical mass
Canister of conductive cream 1000 ml
USB key
Transport bag in tnt fabric

- 3-shelf trolley

ACC1268
ACC1268/1
ACC1280/1

ACC1280

ACC1268/3
ACC1268/5
ACC1268/7
ACC1268/8
ACC1307/3
ACC1307/5
ACC1307/7
ACC1307/8

ART1310
ACC1309
ACC1506/2

. ACC1317/2/E |

CONT72
ACC604



MODELS

Main power supply
Double delay type (T) mains
Backlit LCD display

Adjustable treatment time
Operation frequency
Peak power

Isolation class

Risk class (93/42/CEE)

Output channels

Probe supplied with

power adjustment buttons + / -

Stored protocols

Storable programs on the internal memory

Storable programs on the Smart Card

Storable programs on the USBE

Size

Weight

*on request

EL.92-TC

230 Vea, 50-60 Hz £ 10%
115 Vea, 50-60 Hz + 10%%*

230 Vea- 315 A-T - Bx20 mm

Graphic colour 320 x 340 pixal
Touch Screen

Up to 30 minutes
455 KHz + 10%
Max 300 W

| BF

B

2 - nl capacitive use output,
n.l resistive use output

2 - n.lfor capacitive use,
n1 for resistive use

48
200

4 Gb

Trolley 38 x 82 x 30 cm

30 Kg

EL.91-TC

230 Vea, 50-60 Hz +£10%
115 Ves, 50-60 Hz +£ 10%*

230Vea - 315 A-T - 5x20 mm

Graphic colour 320 x 340 pixal
Teuch Screen

Up to 30 minutes
455 KHz + 10%
Max 250 W

| BF

IIB

2 - nl capacitive use output,
n.1 resistive use output

2 - n.lfor capacitive use,
n1 far resistive use

48
200

4 Gb
38 x28x18¢cm

9,5 Kg

EL.90-TC

230 Vea, 50-60 Hz + 10%
115 Ves, 50-60 Hz + 10%

230 Vea - 315 A-T - 5x20 mm

Graphic colour 320 x 340 pixel
Touch Screen

Up to 30 minutes
455 KHz + 10%
Max 200 W

| BF

1B

2 - n.lcapacitive use cutput,
n.l resistive use cutput

2 - without agjustment of power,
n.l capacitive, n.1 resistive

20
200
200

39x28x18cm

9.5 Kg
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